
 

 
1510 Armstrong Road, P.O. Box 4275 

Warsaw, IN 46581-4275 
Telephone 574-267-7909 · Toll Free 800-343-0428 · Fax 574-269-7491 · Toll Free Fax 800-382-8464 

sales@flexaust.com · www.flexaust.com 

 
ENGINEERING AND TECHNICAL DATA 

Flex-Lok“ ET 
March 2007 

  
 
 
Construction:  Single-ply aluminum coated fiberglass fabric hose mechanically crimped in a  
continuous process 
 

                                    
 
Product Features:   
• Fabric is locked around a coated steel wire by a metal strip formed into a clip  
• Metal strip acts as a wearstrip 
• Outstanding resistance to external abrasion  
• Extremely flexible & compressible 
• Ideal for vehicle exhaust applications  
• Available with a polyurethane (PU-75 shore material) clip cover to protect the helix & the equipment 
that is attached to the hose 
• Not recommended for continuous flexing  
 
Applications:  Recommended for fume control applications. 
 
Temperature Range:  -65°F to 1050°F, Intermittent to 1250°F 
 
Diameter Range (Inches I.D.):  3.00-12.00 Inch I.D.  
 
Standard Length:  25 Feet 
 
I.D. Tolerances (Inches):  -0.00 to +0.125 Inch 
 
Standard Color:  Silver 
 
End Finish:  Plain Cut 
 
Markets:  •Aircraft •Automotive •Brick Kilns •Chemical Plants •Diesel/Engine Exhaust •Exhaust 
Systems •Foundries  •Fume Exhaust •Garage Exhaust •Heater •High Temperature Applications •Jet 
Fuel Vapor Venting •Paper Mills •Plastics Industry •Pollution Control •Rocket Support Duct •Tractor 
Pull Exhaust •Vapor Recovery Hose •Vehicle Exhaust Systems •Welding 




