
LONGHORN@ Smooth or corrugated cover for suction and discharge applications

Recommended for: A leader in the
industry,Longhorn is built to transfer
commercialgasolines,dieseloils, fuel oils,
and manyother petroleum products. It is
an ideal choice for oil field servicetruck

useand is compatible with clean-burning,
renewableBiodieselB-100. Thecorrugated
coverversionaddsextra flexibilityand lowers
the force to bend factor for easyhandling.

Temperature range: -40°F to +180°F
(-40°C to +82°C). NOTE: Fuels are
normally conveyed below 120°F (+49°C).

Tube: TypeC (Nitrile). Black.

Reinforcement: Synthetic,high tensile
textile with steelwire helix.

STEER@ Lightweight for discharge applications

Recommended for: Steer deliversall

the industry-leading benefits of Longhorn -
toughness,strength, flexibility- but without
the steelwire helixreinforcement.Thismakes
Steer very light in weight and even more
flexible. If you need a hosefor discharge
serviceonly, this is the one to choosefor
commercialgasolines,dieseloils, fuel oils,
and other petroleum products.

Temperature range: -40°Fto +180°F
(-40°Cto +82°C).NOTE:Fuels are
normally conveyed below 120°F(+49°C).

Tube: Type C (Nitrile). Black.

Reinforcement: Synthetic,high tensile
textile with static conductor.

Cover: TypeA (Neoprene). Blackwith red
spiral stripe.

Branding: Continuous transfer label.
Example:.. Y Steer"Petroleum
Transfer Discharge 150 PSI (1.03MPa) WP
Made In U.S.A.

Packaging: Coiledand wrapped in
polyethylene.
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Order Gates
Qty. Product No.

X
X
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PETROLEUMTRANSFER& DISPENSINGAPPLICATIONS 1

Cover: TypeA (Neoprene).Blackwith red
spiral stripe. Smooth or corrugated.

Branding: Continuous transfer label.
Example: .. Y Longhorn"
Petroleum Transfer 150 PSI(1.03MPa) WP
Made In U.S.A.

Packaging: Coiled and wrapped in
polyethylene.

Min. Stock (X)
Nom. Nom. Max. Bend Wt. or Min.
1.0. 0.0. W.P. Suction Radius Per Ft. Standard Order Gates
(In.) (mm) (In.) (mm) (psi) (In. Hg) (In.) (Lbs.) Pack Qty. Product No.

Smooth Cover
1 25.4 1.50 38.1 150 30 3.0 0.59 100 ft. X 4688-1305
1 1/4 31.8 1.75 44.5 150 30 4.0 0.71 100 ft. X 4688-1306
1 1/2 38.1 2.02 51.3 150 30 4.0 0.87 100 ft. X 4688-1307
2 50.8 2.52 64.0 150 30 6.0 1.12 100 ft. X 4688-1308
21/2 63.5 3.05 775 150 30 8.0 1.48 100 ft. X 4688-1309
3 76.2 3.58 90.9 150 30 9.0 1.87 100 ft. X 4688-1310
4 101.6 4.60 116.8 150 30 12.0 2.72 100 ft. X 4688-1311
6 152.4 6.88 174.8 150 30 18.0 6.28 50 ft. X 4688- 1312

Corrugated Cover
2 50.8 2.52 64.0 150 30 5.0 1.08 100 ft. X 4688-1351
3 76.2 3.58 90.9 150 30 8.0 1.70 100 ft. X 4688-1352
4 101.6 4.64 117.9 150 30 11.0 2.50 100 ft. X 4688- t 353

Min.
Nom. Nom. Max. Bend Wt.

11.0. 0.0. W.P. Suction Radius Per Ft. Standard

,(In.) (mm) (In.) (mm) (psi) (In. Hg) (In.) (Lbs.) Pack

2 50.8 2.44 62.0 150 - - 0.93 100ft.
3 76.2 3.45 87.6 150 - - 1.39 100ft.
4 101.6 4.51 114.6 150 - - 2.03 100ft.




